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Simulation of Automatic Canal Control Systems
A. J. Clemmens, M.ASCE1; E. Bautista, A.M.ASCE2; B. T. Wahlin, A.M.ASCE3; and R. J. Strand4

Abstract: Simulation models for unsteady open channel flows have been commercially available for more than 2 decades. Mo
models are now available for personal computers and can be used to study the control of irrigation canals. Studies on autom
methods and algorithms have been performed on at least half a dozen of the available unsteady-flow simulation models. Altho
of these automation studies have been conducted by the institution that created the simulation model, these simulation mode
created with automatic gate control in mind, and thus one has to be intimately familiar with the source code in order to im
sophisticated control features. Three commercially available unsteady-flow simulation software packages that allow automatic
gates based on algorithms written by users are:CanalCADfrom the Univ. of Iowa, Hydraulics Lab;Mike 11 version 3.2from the Danish
Hydraulic Institute; and Sobek from Delft Hydraulics. In this paper, we describe the various features of these unsteady-flow s
packages and how they interface to control engineering software/code. There are a number of tradeoffs between simplicity an
ality. All these models present difficulties and have limitations. The hope is to provide guidance on the next generation of unst
canal simulation models so that control functions can be routinely applied.
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CE Database subject headings: Unsteady flow; Open channels; Control systems; Simulation; Canals.
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Introduction

Attempts to develop new canal control schemes during the 1
were hampered by the difficulty in testing with the availa
unsteady-flow simulation models. For example, Burt~1983! and
Zimbelman and Bedworth~1983! reported on the difficulties o
usingUSM ~Rogers and Merkley 1993!, which at that time onl
ran on a mainframe computer. In the late 1980s, an ASCE
committee was formed to evaluate the various unsteady
simulation models that were available for studying canal co
methods. At that time, nearly all of these models were run
mainframe and minicomputers. By the time the task comm
finished their work and published their results, many of th
models were available for personal computers~Clemmens 1993!.
The committee was interested primarily in the models’ abilit
simulate water level and flow variations in canal systems
many gates and weirs. All of the available models adequ
simulated water level response in these canals. A special iss
the Journal of Irrigation and Drainage Engineering~Clemmens
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1993! presented the committee’s findings, including descript
of unsteady flow programs:USM, CARIMA, CANAL, DUFLOW,
andModis.

As a followup to the committee on unsteady-flow modelin
new committee was formed to evaluate canal control algorit
A wide variety of control algorithms had already been develo
or were under development at the time~Malaterre et al. 1998!.
Typically, each algorithm was tested with a canal simula
model for which the investigator had access to the source co
to the source-code developers. The results of this task comm
were presented in a special issue of theJournal of Irrigation and
Drainage Engineering~Clemmens 1998!. Examples of studie
and the simulation models used to analyze control algori
include: Malaterre~1998! who usedSIC, Merkley and Walke
~1991! who usedCANAL, Liu et al. ~1998! who usedCASIM,
Deltour and Sanfilippo~1998! who usedSIC, Burt et al. ~1998!
who usedCanalCAD, Lin and Manz~1992! who usedICSS, and
Clemmens et al.~1997! who usedMike 11.

CanalCAD ~Holly and Parrish 1992! was the first unstead
flow simulation software that was developed primarily to
automatic canal-control algorithms. To date, only a few rese
groups have made use of this model~for example, Parrish an
Khalsa 1997; Burt et al. 1998; and Wahlin and Clemmens 2!.
CanalCADis essentially a menu-driven front end to the unste
simulation modelCARIMA developed bySOGREA~see Holly
and Parrish 1993!. A FORTRANsubroutine “Custom” provide
the interface through which the user can obtain water level i
mation fromCanalCADsimulation, execute control calculatio
and pass gate position changes back to the simulator. The
tom” subroutine can be modified and recompiled by the user
thus, different control algorithms can be tested. Some simul
models, such asDUFLOW~Clemmens et al. 1993!, do allow loca
control of individual gates, but do not allow a general con
scheme to be implemented.

An interface betweenMODIS ~Schuurmans 1993! and the

MATLAB technical computing environment was developed to aid
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MODLAB ~Delft Univ. of Technology, unpublished!. Unfortu-
nately,MODIS was never developed into a commercial pack
and the effort was dropped.

In 1995, the Salt River Project~SRP! contracted with th
United States Water Conservation Laboratory~USWCL! to study
the potential for automating their canals. The SRP had previo
contracted with the Danish Hydraulic Institute~DHI! to imple-
ment theMike 11~DHI 1995! unsteady-flow simulation model o
SRP’s canal system.Mike 11did not have a built in user-writte
subroutine for canal operations. Instead, DHI provided
USWCL with information on how to access data on water le
and gate openings in memory. A user-written-code package
written in Borland Pascalto obtain data on water levels and g
positions, make control calculations, and modify theMike 11
solution coefficients by altering data in appropriate mem
locations. This system was used to test canal automation o
upper Arizona Canal~Clemmens et al. 1997!. The user-written
code routines have since been changed to allow control of a
defined canal network.

In 1993, Delft Hydraulics introduced a new unsteady-fl
simulation software package,Sobek. It includes a link to
MATLABso that control decisions can be made within that fra
work. Water levels are passed toMATLAB and gate positio
changes are passed back toSobek. The control routines ar
written as MATLAB “m” files. Recently, canal control studi
have been conducted with theSobek–MATLABcombination by
Delft Hydraulics~van Overloop et al. 2003! and by the USWCL
~Wahlin 2002!.

Other unsteady-flow simulation packages are capabl
implementing various canal control schemes. Our interest h
in examining the feature of those software packages that
end users to write their own control routines without direct ac
to the source code. To our knowledge, this can only be
with the three software packages described above:CanalCAD,
Mike 11, and Sobek. The purpose of this paper is to share
experiences with these unsteady-flow simulation software p
ages in testing canal control schemes, including useful fea
current limitations, and future needs.

Canal Water Distribution Systems

The unsteady simulation engines discussed here were orig
developed for river studies and later adapted to studies of
made channels. Canal networks differ substantially from
networks in a number of important areas. First, canals branc
in the downstream direction while rivers converge. Second, u
rivers, control structures are used in canals to control water l
and are extremely important model elements. Nearly all br
points are controlled by structures. Third, there is usually s
level of control of inflow to the canal system, and to each bra
typically based on the cumulative water demand downstr
These demands play an extremely important role in determ
how water is distributed and in evaluating the relative qualit
that distribution.

The primary function of a control structure is to allow ope
tors to divide the flow in the canal. Check structures are use
in-line regulation of water levels in a canal, while offtake str
tures control the flow of water to the head of offtake canals. M
canals have a check structure just downstream from each of
The idea is to adjust the check structure to control the water

upstream~head on the offtake gate! so that the discharge to the

JOURNAL OF IRRIGATION A
offtake is constant regardless of changes in flow in the contin
canal. Thus when a change in flow occurs in the continuing c
the check structure is adjusted but the offtake structure is
In practice, the offtake may be adjusted after the canal
has stabilized. These operational practices often require
human judgment since canal check gate flow relationship
often not very accurate and the manual distribution of wat
never perfect.

The normal practice for managing a given canal is to obta
time series of water demands at various offtakes along the c
This time series can be set by rigid policy or varied by d
farmer demands, depending on the amount of flexibility allow
For most canals these demand changes are determined in a
or prescheduled. The job for canal operators is to route these
changes through the canal to satisfy the demands at each o
For more flexible systems and in case of emergency, chang
offtake flow may occur without notice. Such unscheduled dem
changes and errors in the setting of gates and flow rates re
canal operators to periodically monitor the canal and to make
changes to balance the inflow and outflow. Water levels upst
from check gates are common measures of their success in
ing the canal into balance. Most canal operators use water
targets at these locations, under the assumption that if the
level is correct then the flow through check and offtake gates
be correct. Such operation typically results in excesses or s
ages at the tail end of the canal. The use of simulation mod
improve canal control strategies and help solve this problem
motivation behind studies on canal control.

Simulation of Unsteady Flow

In this section, we briefly discuss methods for modeling unst
flow and provide details on how the three software pack
~CanalCAD, Mike 11, andSobek! solve the governing equation
boundary conditions, etc. Unsteady flow models are com
even for well trained hydraulic engineers. An overview of th
models is provided in ASCE~1993!; their use is discussed
more detail by Burt and Gartrell~1993!. Numerical methods fo
their solution are given in Strelkoff and Falvey~1993!, while
unique problems are discussed in Holly and Merkley~1993! and
pitfalls are discussed by Contractor and Schuurmans~1993!.

Unsteady flow in open channels is usually described by
one-dimensional Saint Venant equations, which are expres
for conservation of mass and momentum. These are hype
nonlinear partial differential equations that cannot be so
analytically, except for a few simplified conditions. Thus all of
commercial unsteady simulation programs solve the gove
equations numerically. Early models of unsteady canal flow
the method of characteristics. All of the models examined
use finite-difference methods, where the canal is broken
a series of cells, lengthwise. Nodes represent the boun
between cells. More details on the various schemes disc
here can be found in Cunge et al.~1980! and Strelkoff and Falve
~1993!.

CanalCAD uses the implicit Preissman scheme where
nodes are assigned values for both depth and discharge
solution starts with known conditions at a given time
solves for the values at a future time. WithN cells, there are 2N
equations~continuity and momentum for each cell! and 2sN+1d
unknowns ~depth and discharge at each node!. Two boundary
conditions are required to solve the system of equations. U

subcritical flow, the boundary conditions are established at each

ND DRAINAGE ENGINEERING © ASCE / JULY/AUGUST 2005 / 325



r

level

r the
fy

last
imu-
not
olve
caus

onti-
to

calcu-
ches
-
te

the
er,

ither
al
aight
uch
r. In
om
y-

olve
grid

ed
s are
jacen
hus,

rface

-

s at

7

that
s,
sult,
milar
-

from
wate

and
ott–

alues
a
rathe
an

ch
lation-
l
con-

of
n

ents
inter-
c-
mon

tream
nput
ving a

dered
e for
itions

icit
bility

e
e the
e
n

sing
tation
e
step

mpu-
e step
min
for

y

nce
g a

d 1.0

ue
ides
nd

for
ndis-

ilure.
en
5 is

elps
n in
tion
l con-
se a

s
ped

nt

oef-
n,
-
m-
TA

for
ging
end of the canal using either one known parameter~i.e., a wate
level or a discharge! or a head–discharge relationship~i.e., one
parameter defined as a function of the other!. Typical upstream
boundary conditions are a known inflow or a constant water
~reservoir!, say upstream from a gate. InCanalCAD, the down-
stream boundary is represented by the condition chosen fo
last reach of the canal~e.g., a gate or weir!. The user can speci
a water depth time series on the downstream side of this
structure. However, since this program was made for canal s
lation, a normal-depth downstream boundary condition is
available. Efficient matrix solution schemes are available to s
these simultaneous equations. Interior check gate structures
some difficulty for this solution scheme since there is a disc
nuity in water depths. InCARIMA, extra nodes are required
separate the check structure calculations from the channel
lations. Also, multiple gates must be modeled as parallel bran
in the canal that come back together.CanalCADuses the compu
tational engine ofCARIMA, but it sets up the nodes for all ga
structures so the user doesn’t have to do it.

CanalCAD cannot handle branching canals, although
underlying CARIMA computational engine does. Howev
branching and looping through a reservoir is allowed. Ne
CanalCAD nor CARIMA allow sections with supercritic
flow. Such canal sections can be approximated by a str
drop followed by a canal section with a subcritical slope. S
an approach may not accurately predict transient behavio
CanalCAD, the unsteady-flow computations must start fr
a steady-state initial condition.CanalCAD has separate stead
flow routines for determining these initial conditions.

Sobekuses the Delft Hydraulics Laboratory scheme to s
the Saint Venant equations, which is an implicit, staggered
solution procedure~Stelling et al. 1998!. The scheme is bas
on the concept of nodes where the water surface elevation
computed. These computational nodes are connected to ad
nodes on the left and right through discharge equations. T
a computational grid is set up that consists of water su
elevations~h points! and flow rates~Q points!. The h points are
located at the computational nodes and theQ points are the con
nections between the nodes~Cunge et al. 1980!. Like all implicit
solutions, the Delft scheme advances from known condition
one time to unknown conditions at a future time.Mike 11uses the
implicit Abbott–Ionescu scheme~Abbott and Ionescu 196!
where every other node is a depth or a discharge~alternating!.
This differs from the Delft Hydraulics Laboratory scheme in
the Abbott–Ionescu scheme actually definesQ points as node
and so the system of equations is slightly different. As a re
the solution scheme is also different, even though they are si
in the way they have formulated the problem~i.e., both are fun
damentally different from Preissman scheme!. Both Sobekand
Mike 11allow branching and looping. The branches emanate
h points, such that both branches have the same upstream
level.

The primary boundary conditions at both the upstream
downstream ends of the canal for both the Delft and Abb
Ionescu schemes are known time series of water depth v
However, bothSobekand Mike 11 allow the user to specify
discharge time series at the upstream and downstream ends
than water levels. Any computational requirements for
upstream or downstreamh node are handled internally by ea
program. Also, at the downstream end, a head–discharge re
ship can be specified~e.g., based on normal depth!. In our usua
application of these two models, the downstream boundary

dition is a fixed water level in a fictitious canal pool downstream
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from the formal end of the canal~e.g., on the downstream side
the last check gate!. At check structures inMike 11, the user ca
select the number and type of each structure. Any requirem
for additional computational nodes or branches are handled
nally by the software. InSobek, the user must specify the stru
tures as being on separate branches, diverging from a com
upstream depth node and converging to a common downs
depth node. This adds complications in dealing with both i
and output for these structures, but as discussed later, ha
branch node downstream from structures can be useful.

As noted before, all three programs use what are consi
implicit solution schemes. Such schemes simultaneously solv
depth and discharge at a future time based on known cond
at the current time. The size of the discrete time stepsDtd and
distance step~s! sDxd that are appropriate for these impl
schemes are determined by accuracy and numerical sta
considerations~Strelkoff and Falvey 1993!. High values of th
Courant number usually lead to numerical instabilities, wher
Courant number isCr =suVu+cdDt /Dx, where V is the averag
velocity andc is wave celerity,c=sgDd1/2, whereg is acceleratio
of gravity andD is the hydraulic depth~area over top width!.
Numerical stability and accuracy are generally improved by u
smaller time steps; however, at the cost of greater compu
time and expense.CanalCADandSobekautomatically reduce th
time step when the Courant number gets too high. If the time
is temporarily reduced, it adjusts future time steps so that co
tations are made at times associated with the requested tim
~e.g., for a 1 min time step, an extra computation at 7.5
would create a computation at 8 min even if not required
stability!. We did not find any evidence thatMike 11makes an
automatic adjustments in the time step.

With implicit schemes, derivatives with respect to dista
at the known and unknown time lines are weighted usin
time weighting factor, whose value ranges between 0.5 an
~Cunge et al. 1980!. This weighting factor, namedu, is applied to
the future time, withs1−ud applied to the current time. The val
0.5 for u, a simple average of the spatial gradients, prov
second order accuracy~i.e., gradients vary linearly for a seco
order system!. For the Preissman scheme, setting the value
the time weighting factor equal to 0.5 makes the scheme no
sipative and can cause numerical instability and solution fa
Hence, a value ofu.0.5 is commonly employed to damp
numerically induced oscillations. For rivers, a value of 0.5
commonly used.CanalCADuses a default value ofu=1.0, which
heavily weights the future value. Choosing a value of 1.0 h
assure that the numerical solution scheme will not fail, eve
regions where the flow conditions are challenging for the solu
scheme—but at the expense of not properly representing rea
ditions, i.e., real waves are also dampened. We typically u
value in the range of 0.6–0.67 as a compromise.Sobekalso use
a default value ofu=1.0, which leads to a stable, but dam
solution.

The Abbott–Ionescu scheme inMike 11uses several differe
time-weighting coefficients; a value of 0.5~simple average!
is used for most of the continuity and momentum terms, a c
ficient d is applied to the]h/]x term in the momentum equatio
and a parameter THETA is applied to the]Q2/]x in the momen
tum equation. The coefficientd behaves similarly to the para
eter u, but applies only to one term. The parameter THE
provides time averaging forQ2, but not in the same way asu. The
default value ford is 0.5, a simple average. The default value
THETA is 1.0, which, as defined, gives a reasonable avera

over time~DHI 1995!.
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Cunge et al.~1980! show that for a Courant number of 1
the Preissman scheme withu=0.5 accurately reproduces both
amplitude and phase of waves~pp. 86–89!. For much highe
Courant numbers, both the Preissman and Abbott–Ion
schemes accurately predict the amplitude, but not the p
However, the Abbott–Ionescu scheme even at a Courant nu
of 1.0 reproduces the proper amplitude, but not the phase.
results in a significant underprediction of celerity or wave sp
Our interpretation of their results suggest that the time step s
be less than 20% of the time it takes for a wave to trave
length of a canal pool. We have experienced this problem
modeling the Arizona canal which has steep, short pools a
downstream end. This results in very short travel times for
waves in these pools. When the time step is chosen for cond
in average pools, these short, steep pools experience sign
continuity errors and difficulty in arriving at a steady sta
We have only been able to get reasonable results for this
by significantly reducing the computational time step. We h
not experienced this problem withSobek, although a simila
computational scheme is used.

Three aspects ofSobekand Mike 11 make them particularl
flexible, namely:~1! the initial conditions can be a dry can
~2! canal beds can dry up; and~3! the flow can switch betwee
subcritical and supercritical flow without causing any nume
problems~Stelling et al. 1998!. The exact details of these schem
are proprietary; thus, they are not presented here. The
approach in applying these models is to start with a steady
solution. Mike 11 and Sobek can start from an establish
transient solution using output from a previous run. Establis
initial conditions is discussed in more detail below.

Check and Offtake Structures

Check structures are an extremely important aspect of the
lation of irrigation canals. Each of the programs discussed
uses different equations and procedures to compute wei
sluice-gate flows. Usually, the difference in equations betwee
programs is small and can be accounted for by small differe
in gate openings for a given head and discharge. So whil
actual gate openings might differ for different models, the gen
response of the canal to changes in flow and gate opening a
influenced significantly. An exception is gates that operate in
transition between free and submerged flow. Since the prog
use different criteria for determining whether or not the ga
submerged, in this region there can be differences in resp
Hopefully this is out of the normal range of operation and
not a significant issue.

Since the flows at structures, and their derivatives, are pa
the solution procedure, weir and gate equations are hard
into these simulation packages. Because the Salt River P
wanted to model their radial gates,Mike 11made an exception fo
them and provided a means by which those gates could be
eled independently from theMike 11source code. The hydrauli
of these radial gates is now included as a selectable featu
Mike 11 ~version 4!.

For modeling manual canal operations in any of these
grams, the user must specify a time series of check gate pos
The check gate position for a particular desired steady-state
rate has to be determined by inverting the gate equations.
calculations have to be made outside the simulation softw
In some cases, steady-state simulation can be used to

the needed gate openings as initial conditions for unsteady
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simulation. This will be discussed in the section on initial co
tions. None of these models make this an easy task.

Gravity offtake structures are a key feature of irrigation can
The three models discussed here allow a variety of ways to h
offtakes. All three allow a time series of outflow values, u
fected by canal water levels or flows.CanalCADwas develope
for irrigation canal applications and is the only program tha
fers predefined options for simulating gravity offtakes.CanalCAD
models offtakes as a simple submerged orifice. The user spe
the head-discharge exponent and a fixed downstream or tai
level. The user also specifies a time series of offtake targe
charges. Based on this schedule, the program internally com
the offtake gate opening for the specified upstream and d
stream water level conditions. In general, the actual off
discharge varies with the actual water level.CanalCAD offers
three different zanjero turnouts, which primarily differ in how
discharge coefficient, which reflects the gate opening, is d
mined. In the first, the discharge coefficient is determined
the water level at the time of the flow change. Essentially
assumption is that the zanjero~operator! sets the gate to th
correct flow for the current water level. A significant limitation
this scenario is that the water level during these transient
changes is frequently away from the desired or set point w
level. By setting the gate to give the correct flow at this w
level, the flow through the offtake will be in error if the ca
water level is returned to its desired or setpoint value. If
happens, the zanjero will return to the site and reset the ga
simulate the effects of the zanjero returning to reset the gat
Irrigation Training and Research Center~San Luis Obispo, Calif!
zanjero turnout specifies a time at which the zanjero returns
resets the flow at the gate to match the desired flow for the
level at that time. In the third USWCL scenario, it is assumed
the offtake gate position is set so that the correct flow will re
if the water level is at a user-specified target depth. This m
the offtake flow correct if the water level is returned to the
point. While it is unlikely that the zanjero would be able set
gate correctly in the first try based on future conditions,
useful for simulating automatic controllers. In reality, offtake g
adjustments happen more often than suggested by any of
approaches.

Sobekand Mike 11 are river models and do not provide p
programmed options for modeling gravity offtakes. A time-se
outlet flow can be specified in either model, but if one wan
model an outlet whose discharge varies with canal water leve
canal offtake must be modeled as a new canal branch. Whil
approach is ultimately more realistic than the simpler appr
taken byCanalCAD~assuming such information is available!, it
adds a great deal of complexity to the canal topology. InSobek
andMike 11, offtake gates are selected from the same option
for check gates.

All three programs allow some local automatic control
tures. At check structures,CanalCAD allows the selection o
manual gates~time series of gate position!, FORTRANautomatic
gates~discussed below!, Amil or Avis automatic gates, idealiz
gate, andFORTRANidealized gates~discussed below!. The Amil
and Avis automatic gates are hydromechanical gates that ap
mately control upstream or downstream water levels~Rogers an
Goussard 1998!. CanalCAD attempts to model the response
these gates, including their decrement in control~i.e., smal
change in water level as a function of flow rate!. For the idealize
gates, the user can specify whether the gate maintains a co
flow rate or a constant upstream water level.CanalCADcomputes

the time series of gate positions to obtain the desired control.
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However, there are cases when specifying a constant water
is physically impossible, and computational difficulties w
result.

Sobekallows local automatic control of gates in four differ
modes: a time series~as with all models!, a table of control
~e.g., gate positions or pump actions! as a function of water dep
or discharge~called hydraulic control inSobek!, a so-called
interval controller, and a proportional-integral derivative~PID!
controller. The interval controller is similar to the little-m
controller~Rogers et al. 1995!. When the water level~or flow! is
outside a given deadband, a fixed increment~interval! control
action is taken. This is repeated at a given time interval. The
controller is more sophisticated. It adjusts the position of a g
gate based on errors in either a given water level or flow rate
repeated at a constant time interval.

In version 3.2, Mike 11allows a table of gate openings to
entered by the user. This table can give gate opening as a fu
of time or as a function of depth or discharge at another loc
~similar to hydraulic control inSobek!. Version 4 also allows
several new features and logic-oriented selection of controls.
features include local PID control and a user-defined local co
which allows iterative solution.

In parallel with CanalCAD’s FORTRAN automatic gates
Sobekand Mike 11 allow user-written routines to control ga
position based on water levels~discussed in the next section!.

Initial Conditions

The development of initial steady-state conditions has proved
of the most troubling aspects of these unsteady-flow simul
models. All three of these models assume that they can app
steady flow conditions through unsteady-flow simulations w
no changes in gate positions or boundary conditions occur
initial conditions needed for the study of canal automa
methods include initial water levels at the target values and i
gate positions for head gates, check gates, and offtake gate

While backwater calculations with gradually varied, stea
flow equations could be used to determine initial steady co
tions, none of these programs effectively use this approach
of unsteady-flow equations causes a number of complica
First, many canals have zero flow and a ponded water surfa
the last canal pool. Second, for control purposes, we would
cally like to set the water level on the upstream side of each
to some desired value~setpoint!. Establishing steady-state ca
flows and the desired water levels upstream from gates thr
unsteady-flow simulation has proven to be difficult. With
additional constraints, roundoff error in canal inflows and out
cause the canal to gain or lose water over time, making s
desired steady conditions hard to approach. One pool will wa
constantly drift away, typically the last one. We have used a
matic upstream gates to develop a steady-state profile, w
the gates move to keep the upstream water level constant
provides a profile of water levels and the initial value for
check gates.

CanalCAD allows a steady-state condition to be determ
prior to unsteady conditions. The unsteady flow equations
solved with no changes in boundary conditions until a ste
condition results. However, any change in definitions null
the computed steady state. Thus one cannot choose one
conditions to determine steady state~e.g., automatic upstrea
level control! and a different set of conditions to simul

control ~e.g.,FORTRANautomatic control!. This is a significant
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limitation. While it ensures that the user does not have a
appropriate initial conditions, it does complicate the deve
ment of initial steady conditions. This limitation is imposed
CanalCAD only. The underlyingCARIMA engine can use an
initial condition, even unsteady flow. One trick we have use
establish the desired steady-state conditions has been to
weir overfall in the last pool, with the weir height set at
desired water level. This is used to establish a steady state.
at the start of the simulation, the weir crest is raised to the
of the canal. In this way, transients created during the uns
approach to a steady condition can spill over the weir, w
leaving the water level and volume essentially constant.
minor error in inflow minus outflow due to roundoff errors c
also spill over the weir.

In Sobekand Mike 11, we also determine steady-state co
tions through unsteady simulation with no changes. Howeve
contrast toCanalCAD, there is no defined steady-state condit
so we have to force steady conditions by manually adjustin
boundary conditions so that there are no changes.Mike 11has a
procedure for developing steady-state backwater curves, b
have not made this option work successfully for our applica
Sobekand Mike 11 allow the results of one simulation~in this
case, a steady-state condition if we simulate long enough! to be
stored and used as a starting condition file~hopefully a stead
state!. In Mike 11, these are known as hot-start files, inSobek
restart files. These files are the preferred approach to initiati
unsteady simulation test, and allow the same initial condition
comparative testing. However inMike 11, these files only includ
the water depths and flow rates at computational points. The
not include gate positions. This can be problematic since s
errors in these initial gate positions~typically determined from
inverting the gate equations! can result in conditions that diff
from the desired steady conditions~or at least conditions from th
end of a prior simulation!. With Mike 11, we have found it nec
essary to include a period of steady flow at the start of
simulation to reestablish a steady state. InSobekthis problem is
avoided since the gate positions are included in the restar
and these values can be read inMatlab prior to the first compu
tations. This problem is also avoided withCanalCAD, but at the
expense of making steady conditions more difficult to achieve
not allowing the same steady conditions for comparative tes
Even so, we recommend a short period of steady flow for
simulation prior to any testing.

We have found that it is sometimes difficult to have perfe
steady conditions at the start of a test, even though cond
were perfectly steady when the hot-start or restart files
established. Whether this is caused by slight differences in im
mentation of the gate hydraulic relationships or numerical is
is unclear. We often run an initial time to reestablish steady fl
before initiating an unsteady test. Once one set of steady
conditions have been established for a canal, we have fou
easiest to determine a new steady condition by simply ma
the change in inflows and outflows gradually and allowing
automatic controls to bring the system to a new steady cond
over time.

In general when simulating irrigation canals, one canno
pect steady-state flow calculations to be trouble free with an
these programs. Some manipulation is nearly always need
arrive at a stable steady condition. Unfortunately, it is difficu
predict when these programs will have difficulty and when
will not. A zero-flow condition at the end of a canal is particula
unforgiving. As discussed earlier, we have experienced com

tional problems withMike 11 at the end of long canal systems,
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where water levels and volumes appear to drift, apparent
violation of continuity.

Operating Systems and Programming Languages

CanalCAD, the underlying computational engineCARIMA,
and the subroutines for control are all written inFORTRAN.
CanalCAD is a DOS application, but has a relatively frien
interface. It has been upgraded to operate underWindows NT
~and all levels inbetween!. We have hadCanalCad working
in Windows 2000and XP, but we have not been able to do t
consistently and are unsure of the settings and version
ancillary software required. The system is compiled withVisual
Fortran. Object codes for allCanalCADand CARIMA routines
are included. The user written code routines for canal contro
be edited, compiled, linked with theCARIMA object code, an
run, all within CanalCAD. This works relatively seamless
although debugging the control routines is not convenient in
configuration.

Mike 11, version 3.2, was developed for DOS and Unix en
ronments, and represents one in a series of software pro
stemming back to 1972~DHI 1995!. This version ofMike 11runs
in operating systems up throughWindows 3.1, 95, 98, and NT.
Mike 11has a newer version 4 that operates inWindows 2000and
higher versions. The ability to include user-written codes to a
matically control canal flows is now supported in version 4.
DHI allowed us, through cooperation with the Salt River Pro
to have access to the data structures ofMike 11 version 3.
through routines written inBorland Pascal version 7~for details
see Clemmens et al. 1997!. The user-written control subroutine
compiled and linked withMike 11off line.

Sobekwas developed for theWindowsenvironment. It ca
operate under theWindows 95/98, Windows NT 4.0, Windows
2000, and Windows XPoperating systems. User defined con
routines are written either inMATLAB ~MATLAB users guid
2000!, a technical computing environment or with rule-ba
methods within the real-time control~RTC! module. We have no
used these routines, and so here only discuss the use ofMatlab.
During simulation,MATLAB runs in parallel withSobek. When
Sobekruns a simulation, it startsMATLABand causesMATLABto
run the control “m” file. At each control time step,Sobekpasse
control to MATLAB, which then executes the m file and pas
control back toSobek.

Debugging errors in the controller code can be a problem
these programs. InCanalCAD, a crash in the control code w
cause the simulation to abort. SinceCanalCAD runs in a DOS
shell, brute-force debugging with write statements is the only
ful option. The execution subwindow withinCanalCADdoes no
have scrolling capabilities. With theSobek/MATLABcombination
debugging the control code is also difficult. DuringSobeksimu-
lation, aMATLABwindow does not automatically show up. Wh
standardMATLAB debugging can be used, if the control rout
in MATLABfails, Sobekcontinues without it. The program bee
to let you know there is a problem, which cannot be he
unless the speaker volume is sufficiently loud. TheMATLABcode
essentially has to be debugged separately by assigning “du
water levels rather than values supplied bySobek. With all three
programs, debugging was performed by writing output to a
for later interrogation. Standard debuggers are not very effe
for programs with a dynamically allocated structure, such a

user-written code interface toMike 11.

JOURNAL OF IRRIGATION A
Data Input and Output

CanalCAD is set up to have data on profiles and cross sec
entered from the keyboard. It is meant for modeling sim
systems with a minimum level of complexity. As su
CanalCADis very useful for theoretical studies and for teach
One can enter data on a new simple canal quickly and eas
CanalCADwith a minimum of training. The canal starts with o
pool and pools are added by the user. Each pool has a chec
at the downstream end. The pool starts with one reach w
defined length, slope, cross section, roughness, etc. Alterna
the elevation at the downstream end of the reach can be give
the slope computed from the elevation of the last reach minu
drop in elevation between reaches. The cross sections are d
at the end of a reach, but apply to the entire reach. Flow resis
is computed with theManning n, the same value for the ent
reach. This is consistent with the way canals are designed
built. CanalCADdefines location with chainage or distance fr
the head, starting at 0+00. However, it also allows the us
define reach length. Changing the length of one reach corres
ingly alters the chainage of all downstream reaches. Within
reach, the user can add turnouts, weirs, culverts, reservoir o
etc. These items are added within the reach dimensions.
definitions are saved in binaryCanalCADfiles.

CanalCAD provides graphical and tabular output at u
defined locations, on screen. Tabular output can be saved as
file. The specific data elements to be output are specified b
user, and this selection remains until changed. This has prov
be very useful since the results of several runs can be qu
output in the same format without having to reselect data
ments. Graphical output gives one variable per graph and
tomatically scaled byCanalCAD, which we have found to mak
all graphs readable. Not all computational results are availab
the user, only those at locations deemed useful for studying
control behavior. This reduces the complexity of selecting ou
For theoretical studies of open channel flow this may be a d
vantage, but for studies of canal control this has proven
useful. User names for structures are not allowed inCanalCAD,
so the user has to keep track of pool/structure numbers.

Mike 11 was developed during the era of batch input
~text! files and has maintained that approach for storing data,
though data input can be provided through clumsyWindows
interfaces. ~The newer version, not discussed here, is m
more friendly.! This is similar to the United States Army Co
of Engineers Hydraulic Engineering Center~HEC! formatting
of data. The HEC format has become somewhat of a de
standard for defining river and canal profiles and cross sectio
the United States. If someone has modeled the system b
they likely have HEC files. In keeping with this approa
Mike 11 has separate files for topology, boundary conditi
cross sections, time series, etc., all of which can be mixed
matched, although in our current version, special proced
were developed to import HEC data and put it intoMike 11
format. We assume that this conversion is available in the cu
Mike 11version. InMike 11, cross sections are defined at spe
chainages—or distances from the head of the canal or river
is a common river-modeling format. The topology essent
links defined cross sections. Slopes result from the elev
difference between cross sections. If cross-section inform
is needed at intermediate points, it is determined through
polation. The user can choose from among several metho
computing flow resistance~e.g.,Chezy C, Manningn, etc.!. The

standard method for entering these data is to assign a resistance
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value for each cross section. Interpolation is used to deter
the hydraulic conveyance for computational grid points and
between defined cross sections. Structures are located by ch
and river segment. If the alignment of a reach changes suc
it’s length changes, then the chainages for all cross sec
downstream need to be changed. ForMike 11, the cross section
can be exported to text files, the chainages edited, and the
files read back intoMike 11. This all provides the user with
great deal of flexibility. Users familiar with HEC programs w
find them easier to use than the other programs discussed
However, it should be noted that conversion from Hydra
Engineering Center river analysis systems~HEC–RAS! files is
not necessarily straightforward. Testing should be done to a
that “similar” hydraulic performance is achieved~e.g., unde
steady conditions!.

Mike 11 provides graphical and tabular outputs. Flow le
and discharge hydrographs are generated at locations th
manually selected by the user. The user can select any us
program-defined calculation points~H or Q! to display thes
results. Selection is based on location~chainage! and not a par
ticular labeling scheme.Mike 11 allows the user to create a
save lists of output items and, therefore, results can be e
presented from one simulation to the next for a given pro
once the lists are created. Furthermore, like many of theMike 11
files, the output lists can be easily created and edited as tex
outside theMike 11environment. Graphical and text outputs
be displayed on screen, or can be saved to, respectively, gra
or text files. Graphical files are saved in theWindowsMetafile
format. Hydrographs are plotted individually, but multiple p
can be included in a page. Graph scaling parameters can b
fined automatically or manually. The program also allows o
graphical options to be modified. A limitation of the text out
for version 3.2is that it is limited to five time series per screen
additional time series are appended to the bottom of the
Hence, some manipulation is needed to transfer this text out
a spreadsheet.

Sobekwas designed to operate in a geographical informa
system~GIS! context. River or canal topology, cross sections,
structures can be exported from GIS and then imported intoSobek
~see user’s manual for specific formatting information!. Nodes are
defined at specificx–y coordinates and connected in a graph
environment, after which cross sections are defined and stru
are added. This can be done by essentially tracing over a m
assumes a straight line between cross sections. Flow resis
conveyance, and interpolation between cross sections are d
with the same approach used byMike 11. However, if the align
ment results in a greater length than a straight line, then
nodes need to be defined at intermediate points that
correctly define the alignment. This does not require new c
section definitions, only new node points. InSobek, errors in
coordinates are difficult to correct since data files canno
exported. For theoretical studies, this has proven problem
since it is not easy to modify a reach once it has been de
~i.e., while nodes can be moved in “vector” mode; cross sect
structures, etc. do not move with them!. Cross-section informa
tion can be exported for editing withMicrosoft Excel. Sobekcan
also read HEC cross-section files as a basic data input. Fo
studies, the GIS format has some real advantages.

Output from Sobekon screen is primarily graphical.Sobek
allows a wide variety of data to be graphed and many similar
elements can be shown on the same graph. Automatic sc
often makes these graphs hard to read, particularly when on

element is a straight line at the top or bottom of the graph, where
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it essentially disappears. Tabular data are not available on s
The tabular data can be saved in a variety of formats~including
comma-delimitedExcel files!. In the tabular data, the da
elements to be saved must be selected each time, and th
selected by groupings. Further, one has to sift through the
number of data elements to select those that are of use in
control studies. The case analysis tools can help to organiz
data output for a given case, but we have not fully utilized
feature and so do not know its limitations. The output informa
is presented in terms of the identity~ID! numbers assigned b
Sobek, unless overridden when created. Limited editing of th
ID numbers is possible, but the options are not particularly us
Thus, it is up to the user to associate an ID number with
appropriate gate position, water level, or flow rate. If the no
are not given useful names by the user, the process is cu
some. And even thoughSobekassigns numbers to nodes, they
treated like characters, so that for example 49 and 499 prec
Nodes can be given names and the names edited, but these
displayed in the output list, so the names cannot be used to
structures of interest.

Computational Grid Points

These programs differ in the way computational grid points
located and the options available for changing them. The co
tational grid points needed in the computational engine fo
reach segment are determined byCanalCADautomatically. Th
user has no control over their spacing and location. Sinc
same cross section is used within each reach, no interpolat
cross section information is needed.CanalCAD provides grid
points on both sides of structures, such that the hydrauli
the structures can be accurately modeled. These grid poin
either side of the structure are actually branch points in
computational scheme, and multiple gates at a site are treate
separate branches. This allows the computational grid sp
for the canal reaches to be distinct and separate from the
distances between grid points around the structures. We ha
experienced any computational difficulties withCanalCAD,
so to date the automatic routines withinCanalCAD appear to
work well.

In Mike 11, the topology is defined first by creating a datab
with cross-sectional information for all river branches. A part
lar river branch is defined by the endpoints chosen from the c
section database. Thus at least two cross sections are defin
each branch. The location of each cross section is defined b
chainage~distance along the river branch! for each associate
river branch. All of these cross sections representh-calculation
points. Mike 11 automatically inserts additional cross-sec
points as needed by linear interpolation based on the user-d
maximum distance betweenh points. The solution schem
requires alternatingQ andh points, soMike 11automatically add
Q points as needed. The user can add structures as well as
inflow or outflows. These constituteQ points. If the addition o
these user-definedQ points requires addition ofh points,Mike 11
adds them automatically.

One problem we have experienced is the need for addit
h points on the downstream side of structures. For long rea
the first h point downstream from a structure can be hund
of meters downstream. This may provide unrealistic estimat
backwater on the structure and lead to inaccurate pred
of gate discharge.~This is not an issue for free-flowing orifices

weirs!. In some cases, we have added an additional computational
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point close to the downstream side of the structure~e.g., 30 m!.
Unfortunately, the addition of this closely spaced node do
stream from structures has caused problems with the compu
scheme. In order to get stable results, we have been forc
reduce the computational time step.

A second problem we have experienced is associated
point inflows and outflows~e.g., an idealized offtake with n
canal branch!. If this point outflow is too close to a structure th
we are controlling automatically, we have been forced to
additionalQ andh nodes between them. In our scheme, we
the upstream discharge to compute the gate position for the
water levels. The value from the point outflow node is the v
on the upstream side of the outflow, while our scheme req
the downstream value. This problem is avoided by either pla
the point outflow further upstream or by using a real offtake,
modeled as an actual canal branch. In general, anything
forces us to use closely spaced nodes causes us to use s
time steps.

In Sobekthe main nodes that define the boundaries betw
reaches are established first. Then these nodes are conne
form reaches, and finally cross sections, structures, and com
tional nodes are placed on the reaches. This is done rea
reach. The user can specify the spacing of computational n
for each reach individually, or for the entire network. Comp
tional nodes can be added and deleted at any location on a
as decided by the user. For canal control applications, it
proven convenient to place a main node downstream from c
structures where the downstream level influences the gate
charge. This forces the calculation of water surface eleva
there and separates the main canal reach from the reac
contains the structure. This is similar to the approach take
CanalCAD, in which a branch point is normally defined ju
upstream from the check structure where the offtake~branch!
is located. Then another branch point~connection node! is added
just downstream, even though the canal does not branch
Where this was not done, we used a relatively narrow com
tional grid spacing for reaches where gate submergence w
issue. To date, we have not had computational distance-step
lems inSobekwith either of these approaches.~The addition of a
downstream branch point may solve the problems experie
with Mike 11, however we did not do that in any of our studie!.

Interface to Control Logic

Each program has a unique method for allowing the use
interface control calculations with the simulation of water fl
In general, these calculations require information from the s
lation program on current water levels, gate positions, etc.
control program then determines needed changes in gate po
and passes this information back to the simulation prog
To our knowledge the three programs presented here ar
only ones that allow any user to have this functionality. Th
are discussed in the order in which these control fea
became available.

CanalCAD

CanalCAD was developed specifically to provide a softw
environment for testing canal control algorithms. At each t
step,CanalCADmakes a call toFORTRANsubroutine “custom.
This call is made once for each gate that is under autom

control. The user specifies the name of the file~e.g., auto.for! that
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contains this subroutine plus any subroutines called by cu
This file is selected by the user in the “Input” menu un
“Control” from available “* . for” files on theCanalCADdirec-
tory. This file can be selected from a directory list and ed
from this menu without leavingCanalCAD. Further, once thi
menu is exited, the user’s control file is recompiled and lin
to CanalCAD’s object code with Digital Visual FORTRAN
~version V6.0A!. Compiler errors will show up on a DOS scre
within CanalCAD.

The CanalCAD shell essentially sets up input data for
CARIMA computational engine “C2.” Once simulation sta
this old FORTRANengine has control, communicating with
“custom” subroutine. At the completion of the simulation, C
control is passed back toCanalCAD, along with the requeste
data describing the results of the simulation.

The “custom” subroutine has a series of data elements th
passed fromCanalCADto “custom.” These data elements rep
sent data for the specific check gate for which control is t
passed back toCanalCAD. Canal pools and gates are numbe
consecutively starting at 1, with no user-defined names allo
The original assumption behindCanalCADwas a series of loc
control devices—one controller for each gate based on local
levels ~pools upstream and downstream!. In 1995, a series o
function calls were provided that allow access to data for
entire canal, including; water levels, gate positions, turnout
schedules, pool volumes, etc. This allowed the application of
tralized control logic. In our current applications, we compute
control actions~either gate-position or flow-rate change! the first
time “custom” is called at a time step. These requested co
actions are saved, and when “C2” calls “custom” for each
the necessary gate movement values are passed back to “C
the control action is a flow-rate change, we then compute
necessary gate movement by inverting the gate equation
prior to passing the value of gate position change back to “
we implement any gate-movement constraints. Since “C2” p
the time to “custom” it is relatively easy to determine the
time “custom” is called for a given time step.

After the last automatic control gate is called, the chang
gate position are implemented in the simulation routines w
“C2” and the computations are started for the next time step
simulation and control parts ofCanalCADoperate as one exec
able program. Debugging and error checking are not particu
convenient in this environment because error messages ca
be written to a DOS window withinCanalCADor to an externa
text file. The scrolling and overwriting features ofCanalCAD’s
DOS window make it very difficult to read and interpret
output, and thus we recommend writing debugging output
text file.

In order to control flow rates at check gates, the gate equa
used by “C2” must be programmed into “custom.” The use
responsible for determining an appropriate gate opening, in
ing deciding whether the gate is free flowing or submerged,
out of the water, etc.

Overall, we have found this control interface to be relativ
straightforward and effective. The user is entirely responsibl
writing the control logic. However, we have found that sim
control logic can be easily programmed in this environm
Debugging is not particularly convenient in the DOS environm
imbedded inCanalCAD. Our impression is that it is very fa
relative to Mike 11 and Sobek, although controlled, timed tes

have not been run.
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Mike 11

Mike 11allows a special interface to access information from
computational routines. This interface is known as the u
written code~UWC! ~see DHI 1995 for details!. BothMike 11and
the UWC are written in theBorland Pascal v7.0programming
language. The main computational module inMike 11 version 3.2,
“MIMIC620,” calls the UWC. These calls are made, first, to i
tialize the data associated with theUWC structures and, later,
carry out the hydraulic computations.MIMIC620 passes thre
pointer arguments to theUWC that define whereMike 11data are
stored in memory. These three pointers are associated wi
physical control structures~weirstruc!, the computational gri
points ~gridstruc!, and other model variables~mmItype!. Access
to memory location is through linked lists.

In order to access the proper data, theUWC must map dat
elements associated with canal structure identically toMike 11,
byte by byte. Essentially theUWC has to repeat some organi
tional code that already exists withinMike 11. Early releases o
version 4 did not support theUWC, however current releases fu
support theUWC.

However, once theUWC mapping has been established,
code has complete access to allMike 11 data associated wi
structures and grid points. Unfortunately, information on time
iterations were not provided untilversion 4. Mike 11 calls the
UWC once for eachUWC structure at each iteration in the co
putation, rather than at the end of the time step. This seem
unnecessary complication and makes theUWC overly complex
In addition, the sequence in which theUWCsites are processed
the same each time but does not appear to follow a logical pa
and the sequence changes if the topology is modified. TheUWC
is also responsible for any naming of gates and water le
independently fromMike 11.

All control features have to be programmed into theUWC.
Water levels are read from the memory locations mapped b
UWC according to pointers provided byMike 11. New gate posi
tions are computed in theUWC according to the control calcul
tions. TheUWCmust redefine the head–discharge relationshi
gates as internal boundary conditions. These new gate pos
are used to compute the solution coefficients which are ins
into the memory locations defined by theUWC mapping.

The UWC is set up as a dynamic link libra
~M11UWC.DLL!. It is accessed byMike 11 from its computa
tional engine. This file must be in theMike 11 root directory
Different versions of theUWC can be substituted into that dire
tory without exiting theMike 11 program, since it is linked a
simulation run time.

In order to control flow at check structures, theUWC must
includeMike 11equations for gate hydraulics. Calculation of
desired gate opening to provide a desired flow requires e
inversion of these equations, or a search procedure. TheUWCcan
be made responsible for computing the turnout gate pos
changes needed to simulate changes in demand, otherwi
schedule has to be computed externally. Thus a routine for
icking the gate settings of zanjeros has to be included in
UWC.

An important difference in theMike 11 interface is that i
accesses the calculations at each iteration. This allows theUWC
to overwrite the built-in head–discharge relationships for g
and thus modify the system of finite difference equations.

Overall, development of theUWC was time consuming an

difficult. As programmed, it can model a wide variety of canal
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topologies. It allows a great deal of flexibility in modeling con
situations.

Sobek

Sobekhas the ability to be linked toMATLAB ~Matlab users
guide2000!. TheSobekchannel flow~CF! module is the unstead
open-channel flow simulation portion ofSobek. The SobekRTC
module allows the check gates inSobekCF to be controlle
externally by MATLAB. Automatic control algorithms can
written asMATLABm-files that are then connected to theSobek
CF module through theSobekRTC module. WithinSobek, the
user determines that control is from an external source and s
the “m-file” that is to be used for control from a directory list

The SobekRTC passes the various hydraulic properties~i.e.,
water depths and flow rates! from SobekCF to the controller cod
~i.e., m-file!. Gate positions and water levels are availabl
MATLABusing ID names defined bySobek. The controller cod
uses this information along with the information on the c
properties to calculate the appropriate adjustment to the
vidual check gate structures usingMATLAB. Finally, this infor-
mation is passed back toSobekCF throughSobekRTC and the
appropriate control actions are implemented.

BecauseMATLAB has a variety of built-in and share-wa
control engineering methods, the development of control cal
tions is much simpler than the programming required for
“custom” routines inCanalCAD or the UWC for Mike 11. We
commonly useMATLABto design the control algorithms or to
the controller tuning. Thus it is a simple matter to implem
these controllers inMATLAB. Yet, MATLAB is an interprete
language, and as such is much slower at making these ca
tions. For simple control routines, this time is insignificant c
pared to the simulation computation time. However, for on
optimization, compiled languages have a decided advantage
MATLAB. MATLABalso has limited object-oriented features.

Information that can be passed fromSobekCF to MATLAB
includes water level elevations at nodes, flow rate thro
reaches, gate openings of structures, simulation date, and s
tion time. Other physical and hydraulic properties of the st
tures ~e.g., gate width, invert elevation, contraction coeffici
etc.! cannot be passed fromSobekCF to MATLAB. Thus, this
information must be included in the controller m-file as well a
SobekCF. Care must be taken to assure that these paramete
the same in both locations. The user only has the ability to m
the gate positions of the structures; the user cannot overwri
gate hydraulics of a structure. Like the other two programs,
the user’s responsibility to use the correct gate equation and
regime so that the control fromMATLAB produces the corre
results during simulation.

The setup inSobekCF for automatic control consists of cre
ing a few text files that define which structures are to be
trolled and which water level elevations and flow rates are t
available toMATLAB. No additional initialization is needed
MATLAB. The real difficulty of setting up a canal system
automatic control deals with bookkeeping.Sobekassigns an ID
name to each node, reach, and structure in the model. The
names are then used in the text file that defines the inform
that is to be passed toMATLAB. These ID names are assign
when the cross section, structure, etc. are first defined. The
can specify a name at that time, but once they are assigned
cannot be changed. Thus, the user needs to develop a ta
associateSobek’s ID names with the appropriate gate positio

water level elevations, or flow rates. Without some care initially,
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this can cause difficulty in viewing and saving results.
Overall, we found the application of canal automation

Sobek to be both flexible and straightforward. The ability
interface withMATLABis a real step forward in the application
canal automation of a canal reach.

Further Needs for Canal Controller Simulation

Simple routines are needed for establishing initial steady-
conditions. This has been a problem for all three softw
packages. This problem is particularly difficult with zero flow
the downstream end.

Indexing and naming of structures and associated water l
cause confusion with all these software packages. User-de
naming that transitions from setup to simulation to contro
output are needed to make development of control routines
interpretation of results more straightforward. The ability to
fine control segments and control different sections of the c
network with different logic would also be useful. We have d
this to a certain degree with theMike 11 UWCinterface, but thi
has not yet been really well integrated.

The development and tuning of canal controllers gene
requires hydraulic properties for each canal pool. Dynamic r
lation ~Deltour and Sanfilippo 1998! and the volume compens
tion method for routing known flow changes through a c
~Bautista and Clemmens 2005! require volume as a function
flow rate, downstream water level setpoint, and flow resist
~e.g.,Manningn!. To date, the steady-flow routines in HEC–R
~HEC 1997! has been the most convenient tool for develop
these relationships. It would be useful if these control-rel
software packages could make development of these relation
more straightforward.

For feedback control, other pool properties are needed
can typically best be determined through unsteady-flow sim
tion. We often use the integrator-delay model of Schuurm
et al. ~1999!. The properties of this model also vary with flo
rate, downstream water level setpoint, and flow resist
~e.g.,Manningn!. These properties can be determined by pro
ing a step increase in discharge at the upstream end and obs
the water level response at the downstream end when holdin
downstream outflow constant. This approach requires analy
one pool at a time, typically requiring a new model for each p
with new boundary conditions. It would be convenient if t
could be done somewhat automatically. System identifica
~Silvis et al. 1998! is another approach to determining canal p
properties. Difficulties with control of pool inflow and outflow
the middle of a canal make this more difficult and the resu
parameters less precise. Silvis et al.~1998! actually identified
canal properties on a real canal, where separation of one
from the canal is physically impossible. In simulation, we h
the luxury of isolating individual pools for study.

Gate hydraulics has been a problem with all these mode
would be helpful if the user could specify head–discharge–g
position relationships for a given gate. This would ensure tha
same relationships were used in simulation and control. It m
also avoid problems with the transitions between orifice and
flow. We have had difficulties with these programs in being
to predict when the orifice is open far enough to change
orifice to weir flow. In theory, when the gate is more than
of the upstream head the water can pass under the gate as
flow. In practice, the flow does not automatically swi

flow regimes under these conditions. For control purposes, it is
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desirable not to pull the gate out of the water, because a
point the gate no longer controls the rate of flow. A user-defi
relationship could easily avoid this complexity. The ability
access the gate hydraulic routines in the computational e
from the control routines would be an equally useful opt
The UWC for Mike 11 allows this, but this is still essentia
independent fromMike 11.

Documentation of these programs is relatively good, altho
there are many hydraulic situations that are not well docume
Documentation of the controller interfaces is scanty at
Documentation on how to set up these models to simulate c
under automatic controls is limited.

Support and Cost

The list price forCanalCADwas $3,000, with additional secur
keys available for $1,000 each. Support is somewhat limited
to the limited number of users. Most upgrades have been fu
directly by the various users. The original programmer of
software, John Parrish, is the only one who can provide upg
and fixes. No annual maintenance contracts are offered. It
clear whether or not this program will be supported in the fu

The list price forMike 11 studio ~version 4!, which include
river modeling with 250 nodes and structure operations is $1
with $1,500 annual maintenance. These costs are substa
less than a decade ago. Additional capabilities are available
companion software products. Training and support from DH
routine modeling applications is good. This is a growing pro
line and future development and support is expected to be
The UWC is fully supported inversion 4.

Sobek is sold in the United States through XP-Softwa
with a current list price of $12,000~United States only!,
with a 50% discount for educational versions. The an
maintenance contract with Delft Hydraulics is$4000/year
Support has been reasonably good. This is a relatively new
uct for Delft Hydraulics and augments a wider line of softw
products. Continued development and support are expe
~Delft Hydraulics 2000!.

Example

These simulation models should provide the same re
for a given situation. To verify this, we chose to run all th

Fig. 1. Simulation results from CanalCAD for Test Case
~fully centralized proportional integral controller, untuned, no
constraints,u=0.6, R1=20!
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simulation models with the same canal test and the same c
algorithm. Test Case 1-1 from the ASCE canal control algorit
tests was chosen for comparison. Details for this test are
in Clemmens et al.~1998!. Performance indicators include t
maximum absolute error, integrated absolute error, steady
error, and the integrated absolute flow changes. These
performance indicators are to be provided as the maximum
average of all pools for two 12 h periods. For these tests we c
to use the feedback control algorithm described in Clemmen
Schuurmans~2004! and the feedforward algorithm describ
by Bautista and Clemmens~2005!. These tests were run und
untuned conditions, without constraints on gate movement
with a fully centralized proportional integral controller desig
under tuned conditions with an optimization penaltyR1=20.
Details of the application of these controllers to the test case
the resulting performance parameters are described in Clem
and Wahlin~2004!. All simulations were performed with the tim
weighting parameteru=0.60~d=0.6 in Mike 11!. The check gat
hydraulics are slightly different forMike 11, as discussed earlie
However, this should have little impact on the simulations s
these gates are free flowing and the control calculations a
gate flows and not gate positions. A separate routine deter
the gate position needed for the required flow.

The results fromCanalCAD, Mike 11, andSobekare shown in
Figs. 1–3. Some differences exist, particularly about 14–16 h
the test. However, these differences are minor and may
from slight differences in how the controllers are implemente
in how damping is defined~i.e., u versusd!. Since the interface
languages, etc. are totally different, there is no guarantee
the controller implementations are identical. The performa
parameters are shown in Table 1. Again while some differe

Table 1. Performance Parameters for ASCE Test Case 1-1, Un
sR1=20d, Volume-Based Feedforward,u=0.6

Maximum absolute error~%! Integrated absolute

0–12 12–24 0–12

Max. Avg. Max. Avg. Max. Avg. Ma

CanalCAD 4.4% 1.4% 14.2% 8.6% 0.3% 0.1% 2

Sobek 4.5% 1.5% 13.4% 7.9% 0.3% 0.1% 1

Mike 11 3.9% 1.5% 15.2% 9.1% 0.3% 0.1% 2

Fig. 2. Simulation results fromMike 11 for Test Case 1-
~fully centralized proportional integral controller, untuned, no g
constraints,d=0.6, R1=20!
Note: Max.5maximum and Avg.5average.
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exist, these differences are minor and suggest that the simu
models predict similar hydraulic behavior.

Summary and Conclusions

In this paper, we examined three unsteady-flow simulation m
els that can be used to study canal operations and autom
CanalCAD, Mike 11, andSobek. We chose these three progra
since they were, at the time of our studies, the only three
grams available to allow any user to write their own canal co
routines. We found all three programs useful for studying var
aspect of canal automation.CanalCADhas advantages in that
was developed for canal automation studies. For simple c
and theoretical studies it is the most convenient to use. How
it is not able to handle branching networks, supercritical flow,
other situations that occur in operating systems.Mike 11 and
Sobekare more comprehensive simulation packages that han
wider range of conditions. However, this flexibility also cau
greater complexity in setting up canals, running simulations
interpreting output.

An example shows that all three models produce simila
sults, thus selection among them should be based on require
for a particular study, as well as cost, convenience in data i
requirements for simulation testing, and data output. Thes
likely to change over time, as technology progresses.Sobekpro-
vides a real advantage over the other two programs in th
allows interface toMatlab, a technical computing environmen

All these programs had difficulties in establishing steady-
conditions. The particular hydraulic conditions represente
canal operations cause more difficulty than for a typical r

, No Gate Constraints, Fully Centralized Proportional Integrated

! Steady state error~%!
Integrated

absolute flow changessm3/sd

4 0–12 12–24 0–12 12–24

vg. Max. Avg. Max. Avg. Max. Avg. Max. Avg

1.2% 0.0% 0.0% 0.1% 0.1% 0.17 0.07 0.37

1.0% 0.0% 0.0% 0.1% 0.0% 0.18 0.07 0.40

1.3% 0.0% 0.0% 0.1% 0.1% 0.12 0.05 0.30

Fig. 3. Simulation results from Sobek for Test Case
~fully centralized proportional-integral controller, untuned, no
constraints,u=0.6, R1=20!
tuned

error~%

12–2

x. A

.2%

.9%

.3%
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modeling application. Further work in providing more rob
steady-state conditions would be useful for all three program

For future work in canal automation, these programs nee
have a convenient method for determining canal properties
simple simulation tests. Currently, this requires developing a
canal model for each canal pool and running a series of tes
that new canal, developing new steady-state conditions for
test, etc. Once a canal model is developed, it would be conve
to be able to separate out one pool at a time for running tes
canal properties. This might require a considerable amou
development/programming work. Based on past needs, su
effort could probably not be justified. But as more automatic
trols are implemented on canals, such an option will likely
useful in the future.

Overall, we found all three software packages useful for c
automation studies, with documentation and support cons
with cost. Hopefully the discussion provided here will help fut
software to more closely fit the needs for this application.
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